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Prepared by

This document has imponant legal consequences; consultation with an attorney is encouraged with respect to its use or
modification. This document should be adapted to the panicular circumstances of the contemplated Project and the
Controlling Law.
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AMERICAN SOCIETY OF CIVIL ENGINEERS

This document has been approved and endorsed by

The Associated General ' IO.p e-""o, Contractors of America

Construction Specifications Institute

These General Conditions have been prepared for use with the Owner-Contractor Agreements (No. 1910-8-A-1 or 1910­
8-A-2) (1996 Editions). Their provisions are interrelated and a change in one may necessitate a change in the other.
Comments concerning their usage are contained in the EJCDC User's Guide (No. 1910-50). For guidance in the
preparation of Supplementary Conditions, see Guide to the Preparation of Supplementary Conditions (No. 1910-17)
(1996 Edition).
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..I EJCDC No. 1910-8 (1996 Edition)

J











































































































































































































































































































































































































































































































































































































3'-0"

0 IV...
"0...
0
:J
Cl
..... c
0 '"Ui
'"u .....
0 0

u...

'"'" -<"0
W...

f
0

'"z

-~~~
SIGN PLACEMENT ~~~~;;;;"VF":::~ 4:1

WITH GUARDRAIL ~1
<.' 7

ALL SUBGRADES, ALL SLOPES

DIMENSION TABLE

ROADWAY I DIMENSION
PAVED I ABC

RURAL J 5'-0" 5'-0" 5'-0"
URBAN I 7'-0" 7'-0" 7'-0"

NOTE: For Unpaved Roadway Add
0'-6" to Dimensions,

GENERAL NOTES:

1. Signs in median shall be placed at midpoint of
median up to a maximum distance of 20 ft, from
Edge of Traveled Way, When appropriate, signs
opposing directions shall be placed back to back,

2,

[JJ-: Sign Face 3,

93" to 97"
Edge of Roadway

SIGN POSITIONING

Unless shown on plans, or as directed by the
Engineer, the standard sign offset is 12', The
minimum shall be 2'-0",

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0· clearance over sidewalk, unless noted
otherwise on the plan sheet.

SCALE:

NTS
APPROVED:

RE\1SED:

1/00

SIGN LOCATION
POST MOUNTED

SEC1l0N:

806

DETAIL #

800 6
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SIGN PLACEMENT
CURB WITHOUT SIDEWALK

DIMENSION TABLE

....
ROADWAY DIMENSION

PAVED ABC

RURAL 5'-0" 5'-0" 5'-0"
URBAN 7'-0" 7'-0" 7'-0"

GENERAL NOTES:

NOTE: For Unpoved Roadway Add
0'-6" to Dimensions.

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0" clearance over sidewalk, unless noted
otherwise on the plan sheet.

1. Signs in median shall be placed at midpoint of
median up to a maximum distance of 20 ft. from
Edge of Traveled Way. When appropriate, signs
opposing directions shall be placed back to back.

Unless shown on plans, or as directed by the
Engineer, the standard sign offset is 12'. The
minimum shall be 2'-0".

2.

3.
Sign Face

93" to 97"

Edge of Roadway
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SIGN POSITIONING

SCAL£:

NTS
APPROVED;

REVISED:

1/00

SIGN LOCATION
POST MOUNTED

SECllDN:

806

DETAIL #

800-7
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CURB WITH PARKWAY AND SIDEWALK
(If R/W width permits, signs should be placed behind sidewalk.)

DIMENSION TABLE,
ROADWAY DIMENSION.... PAVED A B C

RURAL 5'-0" 5'-0" 5'_0" GENERAL NOTES:
URBAN i 7'_0" 7'-0" 7'_0"

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0" clearance over sidewalk, unless noted
otherwise on the plan sheet.

1. Signs in median shall be placed at midpoint of
median up to a maximum distance of 20 ft. from
Edge of Traveled Way. When appropriate, signs
opposing directions shall be placed back to back.

Unless shown on plans, or as directed by the
Engineer, the standard sign offset is 12'. The
minimum shall be 2'-0",

2.

3,

[)...L: Sign Face

93' to 97"
Edge of Roadway

NOTE: For Unpoved Roadway Add
0'_6" to Dimensions.

SIGN POSITIONING

SCALE: S(C110N:

NTS
APPROVED:

RE'IlSED:

1/00

SIGN LOCATION
POST MOUNTED

806

DETAIL #

800 8
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SIGN PLACEMENT
CURB WITH SIDEWALK WITHOUT PARKWAY

DIMENSION TABLE

ROADWAY i DIMENSION
PAVED I ABC

RUR~ 5'-0· ~-~ 5'-0·

URBAN ! 7'-0· 7'-0· 7'-0·

GENERAL NOTES:
NOTE: For Unpaved Roadway Add
0'-6· to Dimensions.

1. Signs in median shall be placed at midpoint of
median up to a maximum distance of 20 ft. from
Edge of Traveled Way. When appropriate, signs
opposing directions shall be placed back to back.

SIGN POSITIONING

2.­o
cO; I"
0>

:;:;0
(J~
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.!=
o Q--- Sign Face

93" to 97" 3

Edge of Roadway

Unless shown on plans,. or as directed by the
Engineer, the standard sign offset is 12'. The
minimum shall be 2'-0·.

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0· clearance over sidewalk, unless noted
otherwise on the plan sheet.

SCALE:

NTS
APPROVED,

REV1SED,

1/00

SIGN LOCATION
POST MOUNTED

SECTION'

806

DETAIL #

800 9



, 1'-0"
Min.

1'-0",
Min. I,.----,

Primary Panel~~
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Median Nase

,+--Object Markers
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<t. of Sign and Median. See Note 1.SIGN PLACEMENT
MEDIANS
Minimum 4' Width far Signing

DIMENSION TABLE

ROADWAY DIMENSiON
PAVED ABC

RURAL S'-~ 5'-0· 5'-0"
URBAN 7'-0" 7'-0· 7'-0"

GENERAL NOTES:

SIGN POSITIONING

1. Signs in median shall be placed at midpaint af
median up to a maximum distance of 20 ft. from
Edge of Traveled Way. When appropriate, signs
opposing directions shall be placed back to back.

NOTE: For Unpaved Raadway Add
0'-6" to Dimensions.

-o
c: Qi J
0>
:;:;0
u '­.,1--
.:
o

2.

[J.J-~ Sign Face

93" to 97" 3.

Edge of Roadway

Unless shown on plans, or as directed by the
Engineer, the standard sign offset is 12'. The
minimum shall be 2'-0".

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0· clearance over sidewalk, unless noted
otherwise on the plan sheet.

SCALE,

NTS
APPROVED:

REVISED:

1/00

SIGN LOCATION
POST MOUNTED

SECTION,

806

DETAIL #

800 10



Primary Panel

Secon dary Pan el------::::;::::::=::"L"J

B
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SIGN PLACEMENT ~
SECONDARY PANEL HEIGHT
ALL TWO PANEL MOUNTING

DIMENSION TABLE

ROADWAY DIMENSION
PAVED A B C
RURAL 5'-0" 5'_0" 5'_0"

URBAN 7'_0" 7'_0" 7'_0"

NOTE: For Unpaved Roadway Add
0'-6" to Dimensions. 1.

GENERAL NOTES:

Signs in median shall be placed at midpoint of
median up to a maximum distance of 20 ft. from
Edge of Traveled Way. When appropriate, signs
opposing directions shall be placed back to back.

SIGN POSITIONING

....o
em ..
0>
~~
of-

.~
o ~

...L

Sign Face

93" to 97"

Edge of Roadway

2.

3.

Unless shown on plans, or as directed by the
Engineer, the standard. sign offset is 12'. The
minimum shall be 2'-0".

Where local condition requires signs over sidewalk,
they shall be mounted on a single post with a
cantilever or unbalance style mount and a minimum
of 7'-0" clearance over sidewalk, unless noted
otherwise on the plan sheet.

SCALE:

NTS
APPROVED:

RE\IISED:

1/00

SIGN LOCATION
POST MOUNTED

SECTION:

806

DETAIL #

800 11
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~- CAST SIGN BRACKETS
---/ AND BASE

ALUMINUM ALLOY 356-T6

SQUARE TUBE CAP
MAY VARY IN SIZE

()

()

o
o

1---- TELSPAR

SCALE,

NTS
APPROVED,

REVlSED,

1/00

STREET NAME SIGNS

SECTION,

806

DETAIL #

800-12



POST

SCALE:

NTS
APPROVED:

RE~SED:

1/00

L--STEEL SADDLE MOUNTING BRACKET

L-----STAINLESS STEEL BAND

SIGN ON EXISTING POST

SECllON:

806

DETAIL #

800-13



POST

CAST SIGN BRACKET
ALUMINUM ALLOY 356- T6
CAN BE ATTACHED TO POST
WITH STAINLESS STEEL STRAPS.

SCALE,

NTS
APPROVED,

REVlSED,

1/00

D3-1 ON EXISTING POST

SECTION:

806

DETAIL H

800-14



TELSPAR~~

o r/16" ¢ BOLT, NUT
o AND FLAT WASHERS
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C'l ~t<) • STANDARD BASE IS

'. • ~ Z-1/Z"X2-1/Z"X3/16" THICK,

• BY 30" LONG
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~ tc;;,. SCALE: SECll0N:

VA~~ NTS
CONCRETE FOUNDATION 806(jti ~ I~

APPROVED:

FOR SIGN POST DETAIL #
,~ 'll; REVISED:

1/00 800 15
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NOTES:
1. GAUGE OF FABRIC TO BE SPECIFIED ON PLANS.
2. SIZE OF TUBULAR STEEL FOR GATE FRAMES IS SPECIFIED IN STANDARD

CONSTRUCTION SPECIFICATION FOR CHAIN LINK FENCES.

SCALE: SECllON:

NTS
APPROVED:

REV1SED:

1/00

FENCE DETAILS
813

DETAIL #

800-16



. .

,

: <l:
00 WIDTH OF
.1 a:

. ,
~.

/ ... ~"

....

H-H EYETOP
L1NETOP FiniNG

METHOD OF TYING
FABRIC TO TOP RAIL

TOP FINISH OF
STEEL GUARD POST

~
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G -
ST

METHOD OF TYING METHOD OF TYING
FABRIC TO COIL FABRIC TO TUBULAR METHOD OF TYlN
SPRING TENSION WIRE POST FABRIC TO H-PO

NOTE:
1. SIZE OF TUBULAR STEEL FOR GATES IS SPECIFIED IN STANDARD

SPECIFICA110NS FOR CHAIN LINK FENCES.

CORNER POST
CONNEC110N

CONSTRUC110N

SEC1l0N:SCALE:

NTS
APPROVED:

REVlSED:

1/00

FENCE DETAILS
813

DETAIL *
800-17
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", //, //.
LID AND TOP SECnON
TO BE OLYMPIC FOUNDARY
TYPE D OR EQUAL

STANDARD KEY BOX

NOTES:
1. TYPICAL INSTALLATION WHEN KEY BOX FALLS WITHIN

ASPHALT PAVEMENT, CONCRETE WALK OR DRIVE.

2. A MINIMUM OF TWO SWING TIES TO NEARBY
PERMANENT FEATURES SHALL BE RECORDED AND
REPORTED TO THE ENGINEER.

w

LOCATION E F
BACKYARDS, GRAVEL STREETS, AND ALLEY AREAS

6"-12"WHERE TRAVELED.

UNDEVELOPED AND SWAMPY AREAS. 24" MIN

HIGHWAY R.O.W.S OUTSIDE TRAFFIC AREAS. 6"

PAVED STREETS. 1/2"- 3/4"

SCALE:

NTS
APPROVED,

REVlSED,

1/00

ADJUST SERVICE KEY BOX

SECTION,

816

DETAIL H

800-18
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__ 8" x 8" ROUGH SAWN,
PRESSURE TREATED WOOD
POST

·... b
I

n

<0

1'-6"

CLASSIFIED MATERIAL, TYPE
B COMPACTED TO 95%

SCALEo

NTS
APPROVED,

REVlSED,

1/00

SOLID BOLLARD

SECllON:

MISC.

OETAJL #

800-19



..__- 45" CHAMFER

...----3 DOT RED REFLECTOR, OM-2R 6"x15",
LAG BOLT AT 3 POINTS

S"xS" ROUGH SAWN. PRESSURE TREATED
WOOD POST
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CLASSIFIED MATERIAL, TYPE B
COMPACTED TO 95%

1/2"x6" GALVANIZED, DROPFORGED EYEBOLT

1/2" THICK FLAT IRON, WELDED ON BOTH
"SIDES TO METAL SLEEVE. 1" DIA. HOLE TO
RECEIVE PADLOCK OF 4" OVERALL SIZE

.----S-7/S"x S-7/8" GALVANIZED SQUARE SLEEVE
OR EQUAL. SET 1/2" ABOVE TRAIL SURFACE
AND ALLOW 1/4" GAP ON ALL SIDES
BETWEEN SLEEVE" AND POST

...___-FlNISH SURFACE

, ,

" 0
'0, .

, .

••
••0 •
0' ,
'. .<D

I-
'l"""" • a •

• O. 0 •- ,.r/ ...
~ .0.

1'0 .
p,', 0

-t--t-:O"""-', ~===~I-•.--4---- (2) 1"x12" GALVANIZED STEEL BOLTS TO
• 0 PROVIDE SOLID BASE FOR POST REST

•

~ 1/4"
........ GAP

~'------

'10
I

•

NOTE:
1. PADLOCK SHOULD BE LOCATED OUT OF TRAFFIC FLOW. PADLOCK PROVIDED

BY PARK MAINTENANCE CREW.

SCAl.£:

NTS
APPROVED:

RE\1SED:

1/00

REMOVABLE BOLLARD
SECTION:

MISC.

DETAIL /I

800-20




